


GENERAL SAFETY

Rules And Regulations

Please note that the use of and storage of gas
cylinders is governed by specific legislation
and/or regulations.

Make sure you are fully aquainted with any rules
that may apply and abide by them.

If in doubt, contact Heatgen.

For advice on the safety and suitability of this equipment
contact Heatgen.

There is a serious risk of personal injury if you do
not follow all instructions laid down in this guide.

This equipment should be used by an able bodied,
competent adult who has read and understood these
instructions. Anyone with either a temporary or
permanent disability, should seek expert advice before
using it.

Keep children, animals and bystanders away from
the heater and its outlet. Never leave them alone
when the heater isin use.

/| Never use this equipment if you are ill,
feeling tired, or under the influence of
alcohol or drugs.

Suitable gloves should be worn when
handling this equipment.

Gas cylinders are heavy, never attempt to lift
@ a cylinder, full or empty, by yourself, always
get help.

Ensure the area is adequately ventilated to prevent
the build-up of toxic fumes and condensation. The
heater requires a minimum 950 cubic meters of fresh air
per hour.

This guide should be read in conjunction with
Operating & Safety Guide No 545 (PG Safety),
available from Heatgen.

The heater requires a supply cylinder of 47kg, do
not use a smaller cylinder.

Never use the heater if highly flammable vapours -
petrol or paint thinner fumes for example - are
present, nor in a dusty environment.

Keep combustible materials at a safe distance - at
least 2m and never stand in front of the heaters
outlet. If necessary, use a suitable fireguard.

Never place anything on top of a heater and never

obstruct its air vents. Leave a 500mm gap all round to
let air circulate.

Keep gas cylinders upright at ALL times, during
use, transporting and when stored. Don’t drop or
knock them, as damaged cylinders can be dangerous.

Safety Cut-Out

The Heatgen Air Heater is fitted with safety
devices which turn it and the gas supply OFF if
something goes wrong, for example, if it over-

heats or the flame gets blown out.

If a cutout trips, find out why and correct the
problem before attempting to turn the heater
ON again.

If in doubt, contact Heatgen.

Gas Safety

Propane gas is highly inflammable. It is also
heavier than air, increasing the risk of
explosion in the event of a leak.
ALWAYS double-check all gas supply
connections for leaks (test them with an
approved leak detecting fluid and look for
bubbles).

ALWAYS handle gas cylinders, hoses and
connectors with care.

ALWAYS store cylinders in a cool, safe place:
away from heat and ignition sources and away
from drains and other places where leaked gas
could collect.

NEVER smoke or allow naked lightsinto the
area while changing gas cylinders.

NEVER test for leaks with a naked light!

Make sure you know how to switch this heater
OFF before you switch it ON in case you get
into difficulty.

Always disconnect the heater from its power
supply before adjusting it.

Always switch OFF and unplug the heater when
not in use, leaving it to cool before handling it.

Check the condition of the heater before use. Ifit
shows signs of damage or excessive wear, return it to
Heatgen.

CO&HH information sheets are available from Heatgen

ELECTRICAL SAFETY

The Heatgen Ducted Air Heater plugs into a
standard 240V 13amp power socket.

Ducted Air Heater
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If the equipment fails, or if its power supply cable
or plug becomes damaged, return it. Never try to
repair it yourself.

Keep cables out of harms way, and clear of the
work area.

Extension leads should be fully unwound and
loosely coiled, away from the equipment. Never run
them through water, over sharp edges or where they
could trip someone.

Keep the heater dry. Using electrical equipment in
very damp or wet conditions can be dangerous.

N To reduce the risk of electric shock, always
;{s] use a suitable RCD (Residual Current-Operated
Device) available from Heatgen.

Alternatively, power the equipment from a mains circuit
with a built in RCD.

Ensure the heater and the power socket are switched
OFF before plugging into the power supply.

FROST WARNING

Liquid gas can cause severe ‘freeze burns’ so avoid
skin contact by wearing gloves when making
connections.

This cooling effect may also result in the formation
of frost around cylinder connections. Having
satisfied yourself that thisis not due to a leak, you
can ignore it or wipe it off with a cloth.

Never apply heat to the cylinder.

Alternatively, reduce frosting by supplying the heater
from two or more cylinders connected via suitable
couplings, available from Heatgen.





